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This drawing may be slightly different from the layout of the washing machine you have

just purchased.

|. Door

2. Detergent/Softener drawer

3. Worktop
4. Control panel
5. Service flap

6. Adjustable feet

Accessories

|. Transportation bolts (T1-T4)
2. Back cover

3. Back cover screws(S1-S6)

4. Power cord

5. Water inlet valve

6. Drain hose

Check the accessories and literature in a ccordance with this list.

Inlet hose
assembly

Warranty-card

5 blanking plugs

Haier

User manual

Drain hose
bracket

2x [
2x

Noise reduction pads

Control Panel
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®(a-g)
1. Detergent/Softener drawer a. Delay
2. Display b. Dry On/Off
3. programme selector c. Wash Temp
d. Spin Speed

4. Power button

5. Function buttons (a-g) e. Extra Rinse

f. Time/Air Dry
g. Start/Pause

1.1 Detergent drawer

Open the drawer, three compartments can be
seen:

0 Compartment ; : Liquid detergent for programme
@ Compartment (- : Softener, Conditioningagent etc.

6 Compartment |-/ : Powder detergent for programme

1.2 Programme selector
By turning the knob, one of 16 programmes can be selected, its default settings will

be displayed.

1.3 Power button

Touch this button gently to switch on, the displayis shining. Touch it again for
about 2 seconds to switch off. If no panelelement or programme is activated after
a while, the machine will shut down automatically.
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1.4 Function buttons

The function buttons (Fig. 1-2) enable additional op-
tions in the selected programme before programme
start. The related indicators are displayed.

By switching off the appliance, all options are disabled.

If a button has multiple options, the desired option can
be selected by touching the button sequentially.

To delete the setting or to cancel the setting process,
press the function button, the LED switches off.
Not all functions are available for all programmes.

@ Note: Factory settings

To getbest results in each programme Haier has well defined specific default settings. If
there is no special requirement default settings are recommended.

1-3 1-4

Start/Pause

Time/Air
Dry

&

1-5 1-6

&
Extra Spin
Rinse Speed

1.4.1"Start/Pause” button

Touch this button (Fig. 1-3) gently to start or inter-
rupt the currently displayed programme. During ope-
ration, the displayed washing time is blinking.

During a pause also the time display is blinking.

1.4.2 Function "Time/Air Dry”

Touch this button (Fig. 1-4) in order to activate /de-
activate the "Time/Air Dry" function.

By touching button sequentially, drying time can be seen

In combination with programme “Time/Air Dry", this

function sets the drying time.

1.4.3 Function button”Extra rinse”

Touchthis button (Fig. 1-5) to rinse the laundry more
intense with fresh water. This is recommended for
people with sensitive skin.

By touchingthe button several times one to three ad-
ditional cycles can be selected. They appear in the dis-
play with P--0/P--1 /P--2/P--3.

1.4.4 Function “Spin Speed”

Touch this button (Fig. 1-6) to change or deselect the
Spin Speed of the programme. If Ois chosen ,then the
laundry will not spin.

@ Note: Liquid detergent

If using liquid detergent, it is not recommended to activate the end time delay.

13 Control panel-Display symbols

1.4.5 Function “Wash Temp”

Touch this button (Fig. 1-7) to change the washing
temperature of the programme.

1.4.6 Function "Dry On/Off"

Knobisinthe "Dry+Wash" area, Perform default settings;
Touch "Dry On/Off " button (Fig. 1-8),dry function will be
switched off and only perform wash function.

In conjunction with the "Delay“button,the child lock
function can be switched on/off (see child lock).

1.4.7 Function “Delay”

1-7

Wash
Temp

B

1-8

w
Dry
On/ Off

Touchthis button (Fig. 1-9) to start the programme
with a delay. End time delay could be increased in steps
of 30 minutes from 0.5-24h. For example display off
B:30 means the cycle will finish in 6 hours and 30 minutes
Touch"Start/Pause” button to activate the time delay.

The time delay must be longer than the programme run
time. Otherwise the programme will start immediately.

For deactivating the time delay; rotate programme se-

1-9

Delay Dry
On / Off

lector.

In conjunction with the "Dry On/Off"button,the child lock
function can be switched on/off (see child lock).

1.4.8 Function “child lock”

This option blocks all panel elements against activa-
tion. After programme start press button "Delay” and
"Dry On/Off" (Fig. 1-10) for 3 seconds simultaneous-
ly; “cLok” is displayed. For unlocking press again the
two buttons.

1.5 Display

If the appliance is on display will light up the actual
status on different sections. The information include
washing time, spin speed, temperature, etc will appear
(Fig. 1-11).




Programmes 14 15 Consumption
| Detergent compartment for:
@ Liquid detergent

The indicated consumption values may differ in local conditions.

@® Softener, Conditioning agent etc. Wash Dry Extra Wash Duration
© Powder detergent Programme  Max load Max load Rinse Temp timg Preset
kg kg Times C h:min
1. Cotton 8 4 0-3 30 Auto Wash+Dry
2. Daily Wash 4 4 0-1 30 3:18 Wash+Dry
\ \ \
Programme Wash  Preset 1 2 3 Fibre Type Spin Speed 3. Synthetic 8 2 0-3 30 Auto Wash+Dry
Temp. Preset  Max 4. Delicate 2 2 0-1 30 2:25 Wash+Dry
C C rom rom
1. Cotton 000 30 N () & cotton/synth. 1400 1400 5. Duvet 2 1 0-3 40 2:47 Wash+Dry
6. Auto Sense / / Auto Dr
2. DailyWash  0-60 30 @ ) @ Cotton fabrics 1400 1400 / 4 Y
: 7. Time Dry / 1 / / 0:30 Dry
sosyntheic 060 30 & O X oM 1400 1400
8. AirDry / 1 / / 0:20 Dry
4. Delicate 0-30 30 @, D E Cotton fabrics 600 600 9. Mix 8 / 0-3 20 AU Wash
5. Duvet 0-40 40 @ & @ Duvet 800 800 10. Allergy 8 / 0-2 60 1:46 Wash
Cotton/Synth/
6. AutoSense / / & E K Underwear/Jeans / / 1. Express 15 2 / 0-2 0 0:15 Wash
. Cotton/Synth/
7. TimeDry / / E X m Underwear/Jeans / / 12. Eco 8 / 0-3 30 Auto Wash
. Cotton/Synth/
8. AirDry / / E E & Underwear/Jeans / / 13. Sports 2 / O-1 30 0:56 Wash
9. Mix 060 30 [ () & -cotton/synth. 1400 1400 14. Spin 8 / / / 0:07 Wash
10. Allergy 000 0 N () & cotton 1000 1400 15. Rinse 8 / 0-3 / 0:26 Wash
1. Express15  0-40 o & (O & cotton/synth. 1000 1400 16.DrumClean O / / 90 1:00 Wash
12. Eco 000 30 N () & Ccotton 1000 1400
13. Sports 0-40 30 @ & @ Sports Wear 1000 1400 General information and tips: @
14. Spin / / X E X All fabrics 1000 1400 Eco, 40 C, 1400rpm is the program recommended for a normally soiled cotton load.
Auto Sense, Dry ONis the program recommended for cotton loads.
15. Rinse / /X[ O X Alfabrics 1000 1400 i ooy
16.0umclean 90 90 X X[ X 600 600 IMPORTANT!

<+—

MAX LEVEL
FOR DRY &
WASH/DRY
CYCLES

Over loading the washer dryer with a dry load above this line on
any drying cycle can lead to poor drying performance.

@Yes D Optional E No
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This appliance is only for domestic use inside the house. If it is used for
commercial, industrial or not intended purposes any Haier guarantee will not
be valid anymore. Consider instructions on each garment label and wash only
machine-washable laundry.

Power supply

@ Connect the washing machine to the power supply
— NP | (220V to 240V/50Hz).

Water connection
Turn on the tap. The water must be clean and clear.

Warning! &

Before use, check for leakage in the joints bet ween the tap and the inlet hose
by turning on the tap.

Preparing laundry

® Sort out clothes according to fabric (cotton, synthe-
tics, wool or silk) and to how dirty they are. Pay
attention to the care labelling of washing labels.

® Separate white clothes from coloured ones. Wash
coloured textiles first by hand to check if they fade
or run.

® Empty pockets (keys, coins, etc.) and remove
harder decorative objects (e.g. brooches).

® Garments without hems, delicate and finely woven
textile such as fine curtains are to be put into a
wash bag (hand or dry cleaning would be better).

® Close zippers and hooks, make sure the buttons are
sewn on tightly and place small items such as socks,
belts, bras, etc. in a wash bag.

® Unfold large pieces of fabric such as bed sheets,

bedspreads etc.

® Turn jeans and printed, decorated or color-intensive
textiles inside out; If possible, wash them separately.

Warning! &

Non-textile, as well as small, loose or sharp-edged items may cause malfunctions

and damage of clothes and appliance.
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Loading the appliance

Open the door and put clothes in the washing machine piece by piece. Close the
door carefully.

Don‘t overload. Check if you can put a hand upright on top of load.

General information and tips: @

After installation or long down time, runprogramme “Drum Clean“ with no
load and add detergent in washing agent compartment to remove possibly
corruptive residues.

Selecting detergent

Washing efficiency and performance will vary, de-
pending on detergent quality. Use only machine wash
approved detergent and if needed specific deter-
gents, e.g. for synthetic and woolen fabric. Pay attention
to the using suggestion of detergent manufacturer.

General information and tips: @

Remove detergent residues before next wash cycle. Please follow given
detergent dosage recommendation.

Adding detergent

- }%
Slide out the detergent drawer and put the required
chemicals into corresponding compartments. Push

back the drawer gently.

Select a programme

To get the best washing results, select the program e
that is most suitable to the laundry type loaded.
Select program by turning the program selector dial.
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Add individual selections

Select required options and settings refer to“Control
panel”.

Start wash programme

Touch “Start/Pause” button to start. Appliance
operates according to selected settings. Changes are
only possible by cancelling wash programme.

General information and tips: @

1. For safety reasons the door is locked during the running cycle. It is only
possible to open the door at the end of the programme or after the

programme was cancelled correctly (see description below).

2. In case of high water level, high water temperature and drum spinning,

the door will be locked and 'cLok’ will be displayed.

Interrupt cancel wash programme

/ \ Eosts To interrupt a running programme touch gently

o | | I “Start /Pause” button.Touch it again to resume
S / operation.

oy ——— onmGen To cancel a running programme and all its individual
RO settings, touch “Start/Pause” and then hold the

. power button for about 3 seconds.

~C

General information and tips: @

Choose programme settings carefully refering to icons on each laundry label
and “Care chart”. Removing laundry promptly at the end of cycle will minimise
wrinkling.

After washing

Turn off the water supply and unplug the power cord.
Open the door to prevent formation of moisture and
odours. Leave it open while not used.
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Care chart

Washing Process

Maximum washin Maximum washin Maximum washin
\29/ temperature 90° \59/ temperature 60° ' temperature 60°
normal process normal process = mild process
Maximum washin ' Maximum washin Maximum washin
temperature 40° \20/ temperature 40° temperature 40°
normal process = mild process == very mild process

Maximum washin Maximum washin Maximum washin
temperature 30° \30/ temperature 30°(g, temperature 30°
normal process ~ mild process very mild process
w Wash by hand m Do not wash
max. temp. 40° C
Bleaching Process
Any bleaching agent Only oxygen / Do not bleach
A allowed non-chlorine
bleach allowed
Tumble Drying Process

Tumble drying possible U Tumble drying possible m Do not tumble dry
Nl normal temperature  [\Z] lower temperature

| | Line drying = | Flat drying

Ironing Process

Iron at a maximum Iron at a maximum Iron at a maximum
é sole-plate temperature 5 sole-plate temperature 5 sole-plate temperature
of 200°C of 150°C of 110°C

without steam
& Do not iron (steam ironing may cause

irreversible damage)
Professional Textile Care Process

® Professional dry cleaning ® Professional dry cleaning Do not dry clean
in tetrachloroethene in hydrocarbons

Professional @ Do not professional
wet clean wet clean
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Cleaning the de tergent drawer

Clean the drawer from detergent residues regularly.
Pull out the drawer until it stops (1) and press the
release button (2) to remove the drawer. Then flush the
drawer with water until it is clean and insert the
drawer back in the appliance.

Cleaning the machine

Unplug the machine during cleaning and maintenance. Use a soft cloth with
soap liguid to clean the machine case and rubber components. Do not use
organic chemicals or corrosive solvents.

Cleaning the drum

Remove accidentally washed metal parts, such as pins, coins, etc. from the
drum because they cause rust stains and damage. Use a non-chloride cleaner
for removing rust stains. Observe the warning hints of the cleaning agent
manufacturer. Do not use any hard objects or steel wool for cleaning.

2-1 Cleaning the machine

If the appliance is left idle for a long period:

1. Pull out the power plug.

2. Unplug water supply.

3. Open the door to prevent formation of moisture and
odours.

4.Do not leave the dispenser lids open for a long period of
time, to prevent drying out.

5. Empty, clean and dry the detergent drawer.

Before next usage check carefully power cord, water
inlet and drain hose. Make sure everything is properly
installed and no leakage.

21 Care and cleaning

Pump filter

Clean the filter once a month and check the pump filter
immediately if the appliance:

® doesn’t drain the water.

® doesn’t spin.

® does unmanual noise while running.

Warning! &

Scalding Risk! Water in the pump filter can be very
hot! Before any action please ensure water has cooled down.

1. Turn off and unplug the machine (Fig.2-1).
2. Open service flap at the right corner of appliance front.
3. Provide a flat container to catch leach water (Fig.2-2).

4. Pull the drain hose out and hold its end above the
container(Fig.2-2).

5. Take the sealing plug out of the drain hose (Fig.2-2).

6. After complete drainage close drainhose and push it
back into the machine (Fig.2-3).

7. Unscrew and remove counter clockwise the pump filter
(Fig.2-4).

8. Remove contaminants and dirt (Fig.2-5).
9. Clean pump filter carefully (Fig.2-6).
10. Refix it thoroughly (Fig.2-7).

1. Close service flap.

General information and tips: @

Pump filter sealing has to be clean and undamaged. If lid is
not full totally tightened,water will escape. The filter must be
in place, or it may lead to leakage.













