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Disposal 
This marking on the product, accessories or literature indicates

 ,regrahc .g.e ( seirossecca cinortcele sti dna tcudorp eht taht
 -suoh rehto htiw fo desopsid eb ton dluohs )elbac BSU ,tesdaeh

ehold waste at the end of their working life.
To prevent possible harm to the environment or human health 
from uncontrolled waste disposal, please separate these items 

 
WARNING!

the socket, cut the mains power cable and destroy this together with the plug. To prevent

 
WARNING!

The

 

appliance must not be powered through an external switching device, such as a 

Safety notice

 – Important safety information 

General  information and tips 

Environmental information

Thank you for purchasing a Haier Product.
Please read this instruction carefully before using the appliance. The instruction contains
important information which will guide you in order to have a safe and proper installation as 
well as daily use and maintenance.
Keep this manual in a convenient place so you can always refer to it for the safe and proper 
use of the appliance.

                         

                          

children shutting themselves in the machine, break the door hinges or the door lock. 

                         

                          

                         
 
                          

WARNING!

In the appliance enclosure or in the built-in structure,keep 
ventilation openings clear of obstruction.

 Do not damage the refrigerant circuit.

This appliance is filled with R290.Flammable material risk of fire.

NZ AU
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NZ AU3-Intended use
Intended use
This appliance is intended for drying items which have been washed in a water solution and 
are marked on the manufacturer‘s care label as being suitable for tumble drying. 

It is designed exclusively for domestic use inside the house. It is not intended for commer

10

-
cial or industrial use. Changes or modi  cations to the device are not allowed. Unintended 
use may cause hazards and loss of all warranty and liability claims. 

 Environmentally responsible use

        

           
gramme and the appropriate dryness level. 
Softener unnecessary: Do not use softener when washing, because the laundry will 
become  u  y and soft in the dryer .
Cleaning of the lint  lters: Clean the lint  lters after each cycle.
Ventilation: Make sure the appliance is properly ventilated (see INSTALLATION).
Condensed water reuse: The collected condensed water can be used for the steam 

Smallest parts will be retained by the  lter. 

                         
 
                          

›
›
›
›
› Avoid excess drying: Excessive drying should be avoided. Select the right pro-

› Completely spin:  Spin the laundry with the 

› Maximum load:

maximum spin speed appropriate for the

iron. Before that, it should be poured through a fine sieve or c

Loosen up the laundry: Shake out the laundry before putting into the dryer. 

offee fiIter paper.

 garment.
Use the maximum indicated load as detailed in the program table. 

Do not overload the dryer.
›



NZ AU 4-Product description
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4.1 Picture of appliance
Front (Fig. 4-1): Rear side (Fig. 4-2):

 Note:
Due to technical changes and di  erent models, the illustrations in the following chap-
ters may di  er from your model.

1 Water tank

2 Tumble dryer door

3 Control panel

4 Power supply cord

5 Back plate

6 Drainage outlet

7 Adjustable feet

User manualWarranty cardsDrain hose Drying rack

4.2 Accessories
Check the accessories and literature in accordance with this list (Fig.4-3):

4-1 4-2

4-3
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5-Control pannel
                                                                                                                                                                                                                                                                                                                                                                                                                                

5-1

5-2

1

2

 

5.1 Program dial

Program dial y

3
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2
The default settings will be displayed

5-3

5.2 

5-4

 

        Dry                                       H-2 

Press the button (Fig. 5-4) to set the final dryness level of 
the laundry at the end of cycle.
There are 3 levels:

There are 6 function buttons, which can be selected 
as required (fig. 5-3)

5.2

        Damp                                 H-1

        Extra Dry                          H-3

dial

Functon buttons

.1  Dry level button
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5-Control pannelNZ AU

    
 

5-5
Press the button (Fig. 5-5) to set the delay time .The start time 
can be delayed for up to 12 hours, in 1 hour steps.Touch the 
Start/Pause button to activate the time delay.When activated,

5.2.2  Delay button

the  icon            will light up.

Notice: 
This function should be set after you hav  the required options.

5-65.2.3 Iron Ready button

This feature is available on Mixed/Cotton/Synthetics/Shirts

 

Press the iron ready button (Fig. 5-6) to set the iron reminder.
When the clothes load reaches the suitable dryness level 
for ironing, a 2-minute prompt tone will sound and the clothes 
 will be ready for ironing (Fig.5-6) 
When activated , the  icon            will light up.

5.2.4  Time button
This function is designed to allow users to adjust cycle duration 
based on personal needs.Keep pressing the button(Fig.5-7) 
until it displays the drying time you want.
This feature is available on Wool/Rack dry/Time dry

5-7

5-8
If  the clothes cannot be taken out immediately after the  
drying cycle,wrinkles may occur due to long-term  storage in the 
drum. This function (Fig.5-8) can prevent the occurrence 
of creases and wrinkles. When the drying  ends,
the drum will periodically rotate  for up to 12 hours with cold air 
blowing in..When activated,the  icon         will light up. 

2
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5-9
Sanitise function is designed to kill bacteria and mites as well as viruses
on clothes with high temperature. Touch the button(Fig. 5-9), the 
icon          will light up.After the sanitise function is activated, the drying 

Child lock is designed to prevent children from adjusting the program 
setting. To activate this function,after a cycle has been started,touch 
the two buttons (Fig.5-12) for 3 seconds until the icon          lights up.To 
deactivate the child lock, press the two buttons for 3 seconds.     
Child lock remains activated after the cycle has finished. To set up a 
new cycle, manually disable the child lock function by pressing the two 

5-10

time increases by 120 minutes.

buttons for 3 seconds

Press the confirmation button to lock in the selected settings 
(Fig.5-10) 

.

This feature is available on Mixed/Towels/Bedding/ Cotton/Sports/
Infantwear/ Allergy Care .

 

 

5-11

5-12

 

2

2

2

2

Confirmation button

Press Start/Pause (Fig.5-11) to Start a drying cycle. Press the 
button again to pause the drying cycle. Press the button again 
to continue the cycle.
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5.3 Display

5-14
Function information;      

Remaining time;

The display(Fig.5-14)shows following information:         

Other related information;

 

 

Notice: 
The remaining time is a default value,this time will be re-calculated depending on 
additional program settings and the moisture content of the laundry.

g. 5-15 ) lights up users 
should clean the lter before use. For the 

of this manual.

5-15

5-13

5.2.10  Favorite button

3

Select a cycle and preferred settings, press the "Confirm" button, 
then press the "Delay" and"Iron Ready"buttons (Fig. 5-13) 
simultaneously for 3seconds to save these settings, and the 
 icon will light up.on the screen Next time users select this cycle, 
the icon                will light up . it will automatically  come with your 
preferred settings.
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5-19

5-20

 

  

 

5.3.5 Empty tank function
9

Important: Empty the water tank after each drying cycle.
See Empty the water tank section of the manual.

5.3.6 Sanitise function
z

z

5.3.3 Delay function
7

This icon does not light up by default. 

5.3.4 Favorite function

This icon does not light up by default. 

5-17

5-18

5-16 5.3.2 Child-Lock function
Child lock is designed to prevent children from adjusting the 

( F will illuminate. 
This icon does not light up by default. 



NZ AU 5-Control pannel
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The iron ready icon (Fig. 5-21) will illuminate when the iron 
ready function is selected.
When the clothes load reaches the suitable dryness level 
for ironing, a 2-minute prompt tone will sound and the 
illuminated icon will turn off.

5.3.7 Iron Ready function
5-21

5-22 5.3.8 Anticrease function
When the anti-crease function is selected, the anti-

crease icon (Fig. 5-22) will illuminate.
At the end of the cycle the drum will rotate periodically 
for up to 12 hours with cold air blowing in.
Users can stop this operation at anytime by opening the 
door or turning the machine off.
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6-Programs
                                                                                                                                                                                                                                                                                                                                                                                                                                

NZ AU

 
   Yes   /  No

DRYNG
TIME

Program

0:30

h

SELECTABLE OPTIONSMax. 
load
(kg)

8

5

4

5

1

Towels

Bedding

Delicate

Shirts

Wool

Outdoor

Allergy Care

Mixed 

Express 30

Time Dry

Iron
Ready

Anti
creaselevel

Dry
Delay Time

Rack Dry

AUTO

Sanitise

/

/

/

/ /

/

/

/

/

/

/

/

AUTO

AUTO

Sports

AUTO

Dryer Registration Cycle

ccording to local conditions.›
Check the energy label for energy consumption information.›
Mixed, Dry Level: Dry, is the recommended energy saving cycle for everyday drying.›

Infantwear

Synthetics

Cotton

4 //AUTO

2 / /AUTO

3 / / / /

1.5 0:30 / / / /

/ 0:40 / / /

4 / //AUTO

/ /AUTO4

2 / //AUTO

4 //AUTO

7 /AUTO

0:30

/

Note
Child lock and favourites can be applied to all

 

cycles



 

7-ConsumptionNZ AU

Heat pump technology

 

The condensation dryer with heat exchanger is outstanding in terms of energy 
consumption. 

from those given, depending on overvoltage and undervoltage, the type of fabric,

19

composition of the laundry to be dried, the residual moisture and the actual loading.

 Environmentally responsible use

Spin the laundry as dry as possible before putting it into the tumble dryer.

Shake the laundry loose before putting it into the tumble dryer.
Choose a suitable drying program. Make sure the laundry is not dried for longer  
than needed.

›
›
›
›

Avoid overloading the tumble dryer.

›
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8.2 Softener
 

dryer.

 

8.1 Starched laundry 

8.3 Soft care cloths

8.8 Especially delicate fabrics 
Textiles which can easily shrink or lose their shape, as well as silk stockings, lingerie
should not be put in the dryer directly. Put delicate garments on the rack, use" Delicate"
or " ool"program to dry, and avoid over-drying.

instructions.

 

When drying clothes loads of less than 1.0 kg, the “Time Dry”-program should be 
selected because sometimes the dryness level of the clothes cannot be accurately 

8.9 Jersey and knitwear
Clothes like jersey and knitwear, we recommend to use Delicate program to dry to avoid 
over-drying.

measured due to the small load.

8.5 Drum interior light 

8.  Remaining time

loading quantity, moisture content, the desired dry level.These factors are registered 
by the electronics during the program and the remaining time will be adjusted accordingly.

8.7 Extra large pieces and thick clothing

again with the time program (Time Dry ).
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ENNZ AU

8.12 Acoustic signal

          
   

        
          
          

�
� When pressing a button .

Care chart

Washing

normal  rogram. normal process mild process

mild process very mild process

normal process mild process very mild process

  
max. 40°C

Do not wash

Bleaching

    

non -chlorine
Do not bleach

Drying
Tumbledryingpossible 

normal temperature
Tumbledryingpossible 

lower temperature
Do not tumble dry

     
    

Ironing

Iron at a maximum 
temperature 
up to 200 °C

Iron at a low temper- 
 

Iron at a moderate 

temperature 
up to 150°C

ature up to 110 °C; 

   

ironing may cause irre-Do not iron
 

normal  

›W
›

hen the water tank is full.

8.10 Flipping clothes

It is recommended to close the zipper and turn inside out before operation

8.11 Metal ornament

rogram.

When a fault occurs.



                         

                          

                         

                          

9-Daily use
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NZ AU

9-1

9-3 9-4

9-5

9-6

9-2

Load Reference

Cotton

Blended fabric clothes

Jackets Cotton

Jeans

Overalls Cotton

Pyjamas

Shirts

Socks Blended fabrics

T-Shirts Cotton

Underwear Blended fabrics

Composition Average weight per item

9.2 Prepare the laundry
Sort clothes according to fabric 

such as keys, lighters and matches. Remove 
rd decorative objects such as brooches.

 up and make sure the buttons are 
sewn         
br

on tightly and place small items such as socks,
as etc. in a wash bag.

Unfold bulky items of fabric such as bed sheets, 
table cloth etc.

dry those garments that can be dried by machine.

9.1 Prepare the appliance
1. 

2. Make sure:
The water tank is empty and properly installed. 

›

›

›

›
›

›
Only dry clothes that have been spun.

›
ha

   (Fig.9-5)

›

(Fig.9-6)
Close all zips
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CONTRONZ AU

 CAUTION!
Non-textile, as well as small, loose or sharp-edged items may cause malfunctions and 
damage of clothes and appliance. 

9.3 Load clothes into the dryer

Don‘t overload. 
Close the door carefully. Make sure that clothes are not pinched.

9.4 Take out and add clothes

 WARNING!

removed and  spread out so that the heat can be released. 

To remove or add clothes, the cycle can be interrupted at any time: 
 

 The cycle will be interrupted if the door is opened.
Be careful when taking out or adding clothes! The Interior of the drum or the clothes
may be hot, so that there is danger of burns .

 

9.5 Loading the dryer
1. Place the laundry evenly in the drum making sure 

not to overload the dryer.
 .2

 Tips:

  Notice

instructions. 

9-7

›

›

›
›
›

›

›
›

›

Separate white clothes from coloured ones. 
Bed linen and pillowcases should be buttoned, so that small parts cannot get caught. 
Close zippers and hooks, and tie loose belts without metal parts, apron strings etc. 
together. 

Remove loose metal items from pockets of clothes before putting into dryer.

 
› For pre-dried, multi-layere

›
› Do not over-dry easy-care linen. Risk of creases. Allow final drying in open air.

Clothes like knitwear can be over  dried .

d garments or for final drying the 'Time dry' function 

Selecting the "Iron dry" function is 
 recommended,to avoid over drying knitwear and woolen garments

should be selected

Switch on the tumble dryer by rotating the program 
dial (Fig. 9-7)



PANEL
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9-8

9-9

9-10

9-12

9-13

9-11

3. 

       
            

         
 

 
  

(Fig. 9-10)
2. Unplug the tumble dryer from the power socket 

.

Empty the water tank after each dry cycle (Fig. 
9-11) .

4. Clean the lint  filter after each dry cycle (Fig. 9-12).

5. Clean the condenser  lter after each dry cycle 
(Fig. 9-13).

3. 

9-14

Bottom of drum

Drum

Dryer rack

Set functions such as Dry level, Delay. 
Afterwards press theStart/Pause button (Fig. 9-8) 
to start the dry cycle.

9.6 End of dry cycle
The tumble dryer stops operation automatically when a 

dry cycle is completed.The display shows END for
 5 seconds. Open the tumble dryer door and 
take out clothes . 

1. Switch off the tumble dryer by rotating the dial 
to off.(Fig.9-9)

9.7 Using the drying rack
The dryer rack is designed for items which 
are not recommended for tumble drying 
such as trainers, sneakers, sweaters or 
delicate lingerie.(Fig.9-14).
1. Open the dryer door.
2. Check that the drum is empty.
3. Put the dryer rack into the drum.
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9-Daily useNZ AU

 Notice
Do not use this dryer rack when there are other clothes in the dryer. 
During drying, please make sure the items are placed on the rack with no risk of en-
tangling the baffles while the drum is rotating. 
Maximum weight of wet items: 1.5 kg.›

›
›
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10-Care and cleaning
                                                                                                                                                                                                                                                                                                                                                                                                                                

NZ AU

  Notice

2

4

10-1

10-2

10-3

10-4

10-5

10-6

10-7

10-8

1. 

2. 

3. 

4. 

1. Open the door.

2. 

3. 

4. 

5. 

Separate the sponge filter from the condenser 

filter and clean it from any residuals(Fig.10-8).
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10-Care and cleaning
                                                                                                    
 

NZ AU

  Notice
Do not use the water for any kind of drinking or food processing.

10-10

10.4 Tumble dryer

not use any organic solvent or corrosive agent to avoid damage to the device.

10.5 Drum

some detergent to remove it. Do not use any organic solvent or corrosive agent
to avoid damage to the device. 

10-9

10-11

10.3 Empty the water tank
During operation, steam is condensed into water and
collected in the water tank. Empty the water tank after 
each drying cycle.
1. 

2. 

3. 
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11-Troubleshooting

                          

                         

                          

                         
 
                          

                                                                             
                                                    

NZ AU

please check all shown possibilities and follow below instructions before you contact

 WARNING!
Before maintenance, turn  the appliance and disconnect the mains plug from 
the socket.

improper repairs can cause considerable consequential damages. 

Display Solution

 hctiws level retaw eht ro noitcnuflam pmup niard ehT:2   F
Contact the customer service.

          
Contact the customer service.

.gnitaeh lamronb    A:4   F Contact the customer service.

           Contact the customer service.

Contact the customer service.

Contact the customer service.

Contact the customer service.
              

      

.noitcnuflam enil niaM: 0C   

FC1:Motor communication malfunction.

F

Contact the customer service..noitcnuflam noitacinummoc naf ycneuqerf elbairav ehT:6C   F

.noitcnuflam noitarepo naf ycneuqerf elbairav ehT:E   F

.deliaf noitarugifnoc TOI:H   F

 noitacinummoc draob yalpsid eht dna draob IU ehT :UC   F

.noitcnuflam rosserpmoc ehT:   F   F

.draob evird rosserpmoc fo eruliaf noitacinummoC:DC   F

Contact the customer service.

Contact the customer service.

Contact the customer service.

Contact the customer service.

Contact the customer service.malfunction.

F7:Motor malfunction ( the motor driver board overload or 

overheating.)

 

FC2:Power board and the display board communication 

malfunction.

malfunction.

          

F32:The temperature sensor located at the condenser outlet 

F33:The temperature sensor located at the compressor outlet 

is broken.

is broken.

The water tank is full,please empty it. Empty the tank.

Contact the customer service.

›
›
›



disconnect the power supply and contact the customer service.
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Troubleshooting without display-codes

Problem Possible cause Possible solution

Tumble dryer 
fails to operate.

Poor connection to the power 
supply. 
Power failure.
No drying program is set.
Device has not been switched 
on.
The door is not closed properly.

Check connection to the pow-
er supply.
Check the power supply.
Set a drying program.
Switch on the device.
Close the door properly.

Tumble dryer 
fails to operate 
and the display 
shows END..

The laundry has reached the 

gram.

Drying time is
too long and
the results are
not satisfact

Check the program setting is 
appropriate.

ory

The program setting is not 
correct.

The evaporator is blocked.
The tumble dryer is overloaded.

The laundry is too wet.

The vent duct is blocked.

Make sure the program is set 
correctly.

Clean the evaporator.
Reduce the amount of laun-
dry. 
Spin the laundry completely 
before drying.
Check and clean the vent duct.

Remaining time-
on the display-
stops or skips.

The remaining time will be adjus-
ted continuously based upon the 
following factors:

.yrdnual fo cirba  F

Moisture degree of the laundry.

The automatic adjustment is a 
normal operation. 
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12-Technical data NZ AU

(220–240) V~50 Hz/ 
2.5A/650W

5°C to 35°C

R290

0.15 kg

Additional data

Power supply (refer to rating plate) - voltage / current / input 

Permissible ambient temperature

Fluorinated greenhouse gas

Volume

Product dimensions

CD F

A E

B
FRONT VIEW W LLTOP VIEW

HDHPS80KW1/HDHPS80KB1

850 

595 

537 

586

PRODUCT DIM ENSIONS

A   Overall height of product  mm

B   Overall width of product  mm

C   Overall depth of product  (To main control board size)  mm 

D   Overall depth of product mm 

E   Depth of door open  mm

F Minimum door clearance   to adjacent wall  mm

1068

                  

187

Note: The exact height of your dryer is dependent on how far the feet are extended from 
the base of the machine. The space where you install your dryer needs to be at least 
15mm wider and 10mm deeper than its dimensions.
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13- Customer serviceNZ AU

Customer Care

 

   

   

   

We recommend our Haier Customer Service and the use of original  spare parts.
If you have a problem with your appliance,please first check the section  TROUBLESHOOTING.

If you cannot find a solution there please contact:
- Your local dealer, or
- The Service and Support area at www.haier.com where you can find telephone numbers, FAQs and where you can 
activate a service claim

Before contacting our service team, ensure that you have the following information available.
The information can be found in the rating plate.
Model No.__________________________
Serial   No.__________________________

Also check the Warranty Card supplied with the product in case of warranty.
For general business enquiries and for more information, please refer to www.haier.com
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